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§147.35

Subpart B—Stowage and Other
Special Requirements for Par-
ticular Materials

§147.35 Purpose of subpart.

This subpart prescribes special re-
quirements applicable to particular,
named materials. These requirements
are in addition to the general require-
ments in subpart A applicable to those
materials.

§147.40 Materials requiring Com-
mandant (CG-OES) approval.

(a) Commandant (CG-OES) approval
is required before the following haz-
ardous materials may be on board a
vessel as ships’ stores:

(1) Poison gases of Class 2, Division
2.3 and toxic liquids of Class 6, Division
6.1 which are poisonous by inhalation
in Hazard Zone A.

(2) Explosives of Divisions 1.1 or 1.2.

(3) Flammable gases, other than
those addressed specifically in this sub-
part.

(4) Forbidden materials listed in 49
CFR 172.101.

(b) Request for approval must be sub-
mitted to the Commandant (CG-OES),
identify the material, and explain the
need for its use.

(c) Upon approval, the material is
added to the list of materials approved
under this section. A copy of this list is
available from the Commandant (CG-
OES) at the address in §147.5.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 95-072, 60 FR 50465, Sept. 29,
19955; CGD 96-041, 61 FR 50731, Sept. 27, 1996;
CGD 97-057, 62 FR 51048, Sept. 30, 1997]

§147.45 Flammable and combustible
liquids.

(a) This section applies to the stow-
age and transfer of flammable and
combustible liquids (including gasoline
and diesel oil), other than liquids used
as fuel for cooking, heating, and light-
ing under §147.50.

(b) No flammable or combustible liqg-
uids may be stowed in any accommoda-
tion, control, or service space (other
than a paint locker).

(c) No more than 19 liters (five gal-
lons) of flammable liquids may be
stowed in any machinery space. The
flammable liquids must be in con-
tainers of 3.8 liters (one gallon) or less.
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(d) No more than 208 liters (55 gal-
lons) of combustible liquids may be
stowed in any machinery space.

(e) An aggregate of more than 7.6 li-
ters (two gallons) of flammable or com-
bustible liquids stowed outside of an
accommodation, control, or service,
space (other than a paint locker) or
outside of a machinery space must be
stowed in a paint locker that is marked
with a warning sign indicating flam-
mable or combustible liquid storage.

(f) Flammable and combustible lig-
uids used as fuel for portable auxiliary
equipment must be stored in—

(1) Integral tanks that form part of
the vessel’s structure;

(2) An independent tank meeting the
requirements of subpart 58.50 of Part 58
of this chapter;

(3) A non-bulk packaging authorized
for Class 3 (flammable) liquids or com-
bustible liquids under 49 CFR 173.201,
173.202, or 173.203, as referenced for the
specific liquid in column 8B of the Haz-
ardous Materials Table of 49 CFR
172.101.

(4) A portable outboard fuel tank
meeting the specifications of ABYC H-
26-81 (incorporated by reference, see
§147.7) or one identified by Under-
writers Laboratories as meeting the
specifications of UL 1185 (incorporated
by reference, see §147.7);

(5) A portable safety container iden-
tified by Underwriters Laboratories as
meeting the specifications of UL 30 or
UL 1313 (both incorporated by ref-
erence, see §147.7); or

(6) A portable safety container iden-
tified by Underwriters Laboratories as
meeting the requirements of UL 1314
(incorporated by reference, see §147.7).

(g) Each portable container of flam-
mable or combustible liquid used for
portable auxiliary equipment must be
stowed in a paint locker or an open lo-
cation designated by the master.

(h) Fuel tanks for portable auxiliary
equipment using flammable or combus-
tible liquids may only be refilled on a
vessel—

(1) By using a container described in
paragraph (£)(2), (£)(3), or (f)(b) of this
section which has a capacity not ex-
ceeding 23 liters (6 gallons); or

(2) In the case of portable outboard
fuel tanks described in paragraph (f)(4)
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of this section, in accordance with
paragraph (i) of this section.

(i) Portable containers or portable
outboard fuel tanks may be refilled
from a larger container of flammable
or combustible liquid on the weather
deck of a vessel, other than a small
passenger vessel subject to Subchapter
T of this chapter, provided that—

(1) A drip pan of adequate size is used
to collect any drippings; and

(2) At least one Coast Guard approved
Type B, Size I, fire extinguisher is
within three meters (9.75 feet) of the
refilling location.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 92-100, 59 FR 17001, Apr. 11,
1994; CGD 97-057, 62 FR 51048, Sept. 30, 1997;
USCG-2006-24797, 77 FR 33885, June 7, 2012]

§147.50 Fuel for cooking, heating, and
lighting.

(a) Flammable and combustible liq-
uids and gases not listed in this section
are prohibited for cooking, heating, or
lighting on any vessel, with the excep-
tion of combustible liquids on cargo
vessels.

(b) Fluid alcohol is prohibited for
cooking, heating, or lighting on ferry
vessels. Fluid alcohol burners, where
wet primed, must have a catch pan not
less than 34 of an inch deep secured in-
side of the frame of the stove or have
the metal protection under the stove
flanged up % of an inch to form a pan.

(c) Containers of solidified alcohol
must be secured on a fixed base.

(d) Liquefied or non-liquefied gas is
prohibited for cooking, heating, and
lighting on ferry vessels, but may be
used on other inspected vessels if the
system in which it is used meets the
applicable requirements of subpart
58.16 or subpart 184.05 of this chapter,
as appropriate, or is approved by the
Commandant (CG-ENG).

(e) Kerosene and commercial stand-
ard fuel oil No. 1, No. 2, and No. 3 are
prohibited for cooking, heating, or
lighting on ferry or passenger vessels,
unless the following conditions are
met:

(1) Pressure or gravity feed must be
used.

(2) Where wet priming is used in a
cooking device, the device must have a
catch pan not less than three fourths of
an inch deep secured inside the frame

§147.60

of the device or a metal protector
under the device with a least a three
fourths inch flange to form a pan.

(3) Where wet priming is used, a non-
flammable priming liquid must be
used.

(4) Fuel tanks for fixed stoves must
be separated from the stove and
mounted in a location open to the at-
mosphere or mounted inside a compart-
ment with an outside fill and vent.

(5) Fuel lines must have an easily ac-
cessible shut-off valve at the tank.

(6) If the fuel tank is outside of a
stove compartment, a shut-off valve
must be fitted at the stove.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 83-013, 54 FR 6402, Feb. 10,
1989; CGD 95-072, 60 FR 50465, Sept. 29, 1995;
CGD 96-041, 61 FR 50731, Sept. 27, 1996]

§147.60 Compressed gases.

(a) Cylinder requirements. Cylinders
used for containing hazardous ships’
stores that are compressed gases must
be—

(1) Authorized for the proper shipping
name of the gas in accordance with 49
CFR 172.101 and 49 CFR part 173;

(2) Constructed in accordance with
subpart C of 49 CFR part 178 or exempt-
ed under 49 CFR part 107;

(3) Filled, marked, and inspected in
accordance with 49 CFR 173.301 through
173.308; and

(4) Except as provided in 46 CFR
147.65, 147.66, and 147.67, maintained and
retested in accordance with 49 CFR 180.

(b) Stowage and care of cylinders. (1)
Cylinders must always be secured and,
when not in use, they must be stowed
in a rack in an upright position, with
the valve protection cap in place.

(2) Lockers or housings must be vent-
ed to the open air near the top and bot-
tom for positive circulation of vapors.

(3) Cylinders must be protected from
all sources of heat which may cause
the cylinders to be heated to a tem-
perature higher than 130 °F.

(c) Pressure wvessels other than cyl-
inders. Pressure vessels, other than cyl-
inders subject to paragraph (a) of this

section, used for containing ships’
stores that are compressed gases
must—

(1) Be constructed and inspected in
accordance with part 54 of this chapter;
and
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